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Colori disponibili ante e frontali
Available colours for doors

Melamminico termostrutturato, 
nodato orizzontale
Horizontal knotted thermostructured 
melamine

Pannello sp. 22 mm in truciolare  
nobilitato con bordi in ABS 10/10 
22 mm thick melamine-faced chipboard 
panel edged with 10/10 ABS

Melamminico termostrutturato, 
finitura sablé
Thermostructured melamine, sablé 
finish

Pannello sp. 22 mm in truciolare  
nobilitato con bordi in ABS 10/10 
22 mm thick melamine-faced chipboard 
panel edged with 10/10 ABS

Melamminico termostrutturato, 
finitura cemento
Thermostructured melamine,  
concrete finishing

Pannello sp. 22 mm in truciolare  
nobilitato con bordi in ABS 10/10 
22 mm thick melamine-faced chipboard 
panel edged with 10/10 ABS

Melamminico, finitura noce
Melamine, walnut finish

Pannello sp. 22 mm in truciolare  
nobilitato con bordi in ABS 10/10 
22 mm thick melamine-faced chipboard 
panel edged with 10/10 ABS

Cipria Fumo

Sablé grigio

NEW

Sablé tabacco

NEW

Moon

NEW

Venus

NEW

Noce scuro Noce canaletto

NEW NEW



Colori disponibili ante e frontali
Available colours for doors

Maxxigloss®

Maxxigloss®

Maxximatt®

Maxximatt®

Pannello sp. 22 mm in truciolare 
verniciato Maxxigloss® con bordi in 
ABS 5/10 
22 mm thick chipboard Maxxigloss® 

Melaminico termostrutturato, 
finitura Eucalipto
Thermostructured melamine, 
Eucalyptus finish

Pannello sp. 22 mm in truciolare nobi-
litato con bordi in ABS 10/10 
22 mm thick melanine-faced chiphoard 
panel edged with 10/10 ABS

Melaminico termostrutturato, 
finitura Rovere nodato spaccato
Thermostructured melamine, 
Split knotted oak finish

Pannello sp. 22 mm in truciolare nobi-
litato con bordi in ABS 10/10 
22 mm thick melanine-faced chiphoard 
panel edged with 10/10 ABS

Melamminico opaco, finitura skin
Matt melamine, skin finishing

Pannello sp. 22 mm in truciolare nobi-
litato con bordi in ABS 10/10 
22 mm thick melanine-faced chiphoard 
panel edged with 10/10 ABS

Fianchi a vista finitura anta
Finishing sides

Strutture - Colori disponibili
Carcass - Available colours

Maxximatt®

Maxximatt®

Melaminico termostrutturato, 
finitura Eucalipto
Thermostructured melamine, 
Eucalyptus finish

Melaminico termostruttura-
to, finitura Rovere nodato 
spaccato
Thermostructured melamine, 
Split knotted oak finish

Melamminico termostrutturato, 
finitura cemento
Thermostructured melamine, 
concrete finishing

Maxxigloss®

Maxxigloss®

Melamminico termostrutturato, 
finitura sablé
Thermostructured melamine, 
sablé finish

Melamminico termostrutturato, 
nodato orizzontale
Horizontal knotted thermo-
structured melamine

Nobilitato
Melamine-faced

 Fianco a vista bifacciale
Double face end side panel

Melamminico opaco, finitura 
skin
Matt melamine, skin finishing

Melamminico, finitura noce
Melamine, Walnut finish

Eucalipto noceEucalipto grigio

Split brownSplit nature

Latte Mocaccino

Latte Mocaccino

Nuvola

NEW

Cachemire

NEW

Grigio scuro

NEW

NEW NEW

NEW NEW

Eucalipto noceEucalipto grigio

(C)(B)

(G)(A)

Latte Mocaccino

(C)(B)

(G)(A)

Sablé grigio Sablé tabacco

(C)(B)

(G)(A)

Cipria Fumo

(C)(B)

(G)(A)

















Moon Venus

(C)(B)

(G)(A)

 

Noce scuro


Noce canaletto

(C)(B)

(G)(A)

Nuvola Cachemire Grigio scuro

(C)(B)

(G)(A)

  

Split brownSplit nature

(C)(B)

(G)(A)

 

Bianco (B) Grigio (G)Corda (C) Argilla (A) Grigio scuro (GS)

(GS)

(GS)

(GS)

(GS)

(GS)

(GS)

(GS)

(GS)


